
Graphic files have to be prepared for each section as shown below.
Front & Back 1 - 3200mm W x 2545mm H
Front & Back 2 - 1700mm W x 1650mm H
Base - 500mm W x 1600mm H
Top - 500mm W x 3200mm H
Left & Right - 500mm W x 4250mm H 
Ring 1 & 2 - 1100mm W x 1100mm H
Ring 3 & 4 - 1100mm W x 600mm H
Sidering 1 & 2 - 500mm W x 2000mm H

FILE NAMES SHOULD LOOK LIKE:
SYSTEM NAME_FRONT/BACK_DIMENSIONS        

1:1 scale Format - PDF/Tiff Flattened(no layers)

300 dpi CMYK No bleeds

No print marks

    Guidelines contains: project line, shape line and secure line. All major elements should be inside 
secure line, but background and graphic should fill project line.

Delete all cutout lines

No overprint attribute Check secure area
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Artwork Specification
Tex-Flex PR Fabric Display



front1

3200 x 2545 [mm]



front2

1700 x 1650 [mm]



back1

3200 x 2545 [mm]



back2

1700 x 1650 [mm]



base

500 x 1600 [mm]



top
500 x 3200 [mm]



left
500 x 4250 [mm]



right
500 x 4250 [mm]



ring1
1100 x 1100 [mm]



ring2
1100 x 1100 [mm]



ring3
1100 x 600 [mm]



ring4
1100 x 600 [mm]



sidering1
500 x 2000 [mm]



sidering2
500 x 2000 [mm]



Graphic files have to be prepared:

FILE NAMES SHOULD LOOK LIKE:
SYSTEM NAME_FRONT/BACK_DIMENSIONS         

1:1 scale Format - PDF/Tiff Flattened(no layers)

300 dpi CMYK No bleeds

No print marks

    Guidelines contains: project line, shape line and secure line. All major elements should be inside 
secure line, but background and graphic should fill project line.

Delete all cutout lines

No overprint attribute Check secure area
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Artwork Specification
Tex-Flex Bridge

Artwork Size:-
Outside - 7800mm W x 1070mm H 
Inside - 7670mm W x 1070mm H



outside

107 x 780 [mm]



inside

107 x 767 [mm]



Graphic files have to be prepared:

FILE NAMES SHOULD LOOK LIKE:
SYSTEM NAME_FRONT/BACK_DIMENSIONS         

1:1 scale format - PDF / Tiff flattened(no layers)

300 dpi CMYK no bleed

no print marks

    Guidelines contains: project line, shape line and secure line. All major elements should be inside 
secure line, but background and graphic should fill project line.

delete all cutout lines

no overprint attribute check secure area
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Artwork Specification

Artwork Size:-
2150mm W x 980mm H

Tex-Flex Oval Counter



wrapper
2150 x 980 [mm]
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